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Fixed Capacitors
Resistance
Voltage Capacitance for RC Lower | Upper
Capacitor Rating (pF) Devices Temp | Temp
Type Dsg Class (v) (Tolerance) (ohms) (°C) (°C)
CKX, MPX, MPEX, NPXF, NPXH, Y2 | 250/275/300 Vac| 0.001~0.1, +/- = -40 | 100/110
NIC, Welson, MEX, MKP, NPYT, 3,5, 10 or 20%
NPXI
CKX, MPX, MPEX, NPXF, NPXH, X1/x%2 | 275/300/310/330 | 0.001~10.0, +/- — -40 | 100/110
NIC, Welson, MEX, MKP , NPYT, Vac| 3,5, 10 or 20%
NPXI
CKX, MPX, MPEX,[NPXELNPXH, X2 ||310/330/440/480|([0.001~10.0) +/- o= -40 | 100/110
NIC, Welson, MEX, MKP, NBYT, Vacl| 3,5, 10 or 20%
NPXI
CKX, MPX, MPEX, NPXF, NPXH, x2 | 275/300/310/330 | 0.001~55.0, +/- — -40 | 100/110
NIC, Welson, MEX, MKP, NPYT, Vac| 3,5, 10 or 20%
NPXI M
Marking: Company name or tradename "CKX" |"NPXF"] "NPXH" |"NIC"] "MPX", "MPEX", "Welson", "MEX", "MKP", "NPYT", "NPXI" or
G"
trademark and type designation.
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